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In other high humidity locations such as indoor swimming 
pools or therapy areas, the choice of products is determined 
by the specific local conditions. If the building materials come 
into contact with water and chlorine the surfaces in the room 
must be hydrophobic and non-reactive. Otherwise, there 
is a risk of a build-up of mould or other material damage. 

The Humancare Pro, Plus or Lab product ranges are particularly 
well suited to these environmentally challenging areas. They are 
hydrophobic and the increased corrosion protection of the special 
S 3e substructure provides outstanding resistance to the specific 
conditions in such areas. The excellent acoustic performance of 
the ceiling systems promotes collaboration between patients and 
therapists.

Therapy areas

Safe and certain recovery – 
Acoustic ceilings with long-lasting 
hygienic design
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* Values vary by design

Hygienic 
fi nish

Types of cleaning/
Disinfectability

Clean 
room class

Resistance
to humidity

Sound
absorption

Mavroc - Vacuuming, dusting, 
wiping - 95% RH αw = 0,15 - 0.70*

Humancare Plus
Vacuuming, dusting, 

wiping, 
wipe disinfectable

ISO 4 100% RH αw = 0.90

Humancare Pro
Vacuuming, dusting, 

wiping, 
wipe disinfectable

ISO 3 100% RH αw = 0.95
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