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against fungi and
bacteria

Sanitas® 02

What makes the special Sanitas® 02 version so special
is its robust surface, which offers increased resistance
to repeated cleaning processes. Its hygienic finish also
prevents the growth of bacteria, fungi and germs.

The Plain version is also suitable for clean rooms up to
ISO Class 4 and was also successfully subjected to the
test series of the strict French standard NF S 90-351.

Sanitas® 02 can be disinfected with all standard
disinfectants.

Sanitas® 02 is used primarily in hospitals, retirement
homes/care homes and laboratories.
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Material Mineral tile

Reaction to fire A2-s1,d0 in accordance with EN 13501-1
15 mm nom.

White

Approx. 91 (ISO 7724-2,1SO 7724-3) (Plain)
Approx. 88 (ISO 7724-2,1SO 7724-3) (Constellation)

D, w=35dBupto 49 dB, CAC 37 dB (Plain)
D,.tw =31 dBupto 49 dB, CAC 33 dB (Constellation)

o] ] ]|
NI up to REI 180 (EN 13501-2)
SO 4 (ISO 14644-1:1999) (Plain)

Thickness
Colour

Light reflection

Sound reduction*

Moisture resistance up to 95 % RH
Reaction to fire*

Cleanroom class®

Surface example | Sanitas 02 | Plain

o, = 0.15 | NRC = 0.15

* Dependent on system, soffit
and other factors
° Dependent on system S 3

Bl « =0701NRC=070

Possible sizes and system combinations

Visible

Module sizes @

[s2] (32
in mm %] %)
600 X 600 Lo
625 x 625 - .
1200 X 600 -
1250 x 625 - -

Sanitas 02 | Plain (ISO 4)

Further information

Sanitas 02 | Constellation

Benefits (Plain design):

- compliance with test standard NF S 90-
351 in accordance with the stricter
classification criteria of the current revision
2013-04
- clean room class ISO 4 ISO 14644-01:

1999
- decontamination class CP(0.5) 2
- bacteriological purity class M1 or M10
=> suitable for all rooms up to the highest
risk zone 4

- even multi-resistant hospital germs
(MRSA) and murine noroviruses don’t
stand a chance

- protects against factors from the ceiling
cavity

- 100 % recyclable as part of OWA green
circle

Cleaning/suitability for wipe-cleaning
(both surfaces):

The surface can be dusted, vacuumed or
cleaned with an OWA sponge with no loss
of efficacy. Increased resistance to repeated
cleaning processes (500 washing cycles
following the “Gardner Test").

Disinfectability:

Disinfectable with all standard alcohol-based
and aldehyde-based disinfectants. A report
from the Institute for Medical Microbiology
and Hospital Hygiene in Marburg in
accordance with the guidelines of the
DGHM* is available.

* Deutsche Gesellschaft fiir Hygiene und
Mikrobiologie, German Association of Hygiene and
Microbiology

Prof. Dr. R. Mutters

Institute for Medical Microbiology
and Hospital Hygiene, Philipps
University Marburg
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A report on dry and wet abrasion
resistance in accordance with
ASTM D2486 is available (report no.

815_1640A).
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A report on suitability for wipe-
cleaning in accordance with
ASTM D4828 is available (report
no. 815_160A).

(Plain design)

Response to microbial contamination:
Protection from microbial growth confirmed
on the outer and inner surface. An expert
opinion from Dr. Wefling Laboratorien GmbH
is available.





